Инструкция по настройке беспроводного WI-FI доступа к услуге “Авангард” на модеме “D-link2640U”

1. 
Откройте Интернет браузер (Internet Explorer, Mozzila, Opera и т.д.) и наберите в стройке адреса:  http://192.168.1.1/
У вас запросят Login и password, в обои строчки введите “admin”  

На экране появиться следующая картинка:
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2. Нажмите на кнопку “Wireless”:
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This page allows you to configure basic features of the wireless LAN interface. You can enable or
disable the wireless LAN interface, hide the network from active scans, set the wireless network

name (also known 35 SSID) and restrict the channel set based on country requirements.

Clck "Apply" to configure the basic wireless options. B
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3. Поставьте галочку напротив надписи “Enable wireless”, выберете страну (Country)  -- RUSSIAN FEDERATION:
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Cick "Apply" to configure the basic wireless options.

Enable Wireless

O Hide Access Point.

BSSID:  02:10:5B:CLIB2:CS

This page alows you to configure basic features of the wireless LAN interface. You can enable or
disable the wireless LAN inferface, hide the network from active scans, st the wireless network
name (also known a5 SSID) and restrct the channel set based on country requirements.
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4.  Нажмите на кнопку “Apply”, после чего нажмите на кнопку “Security”. Выберете “Network Authentication” – например “Mixed WPA2/WPA-PSK” (крайне не рекомендуем вам оставлять значение по умолчанию). Введите “WPA Pre-Shared Key” любую комбинацию букв и цифр. Это будет ключ шифрования, который Вам необходимо ввести на своем компьютере при запросе.
:
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Wireless — Security

This page alows you to configure security features of the wireless LAN interface. You can sefs the

network authentication method, selecting data encryption, specfy whether a network key i required
£0 authenticate to this wireless network and specify the encryption strength.
Cick "Apply" to configure the wireless security options.
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5. Выберете закладку “Tools” и нажмите на кнопку “System”. После чего нажмите на кнопку “Save/Reboot”. Модем сохранит ваши настройки.[image: image5.jpg](2 D-Link ADSL Router - Windows Internet Explorer
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System - Save and Reboot
Clck the button below to save and rebaot the router.
System - Backup Settings
Remote Log

Backup DSL fouter configurations. You may save your router configurations to a fle on

your PC.
TR-069 Client
Backip Setlings
ﬁ System - Update Settings

Update DSL router settings. You may update your router settings using your saved fles.





